
PUBLIC NOTICE
FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON  D.C.  20554

News media information 202-418-0500
Fax-On-Demand 202-418-2830; Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Wednesday  March 21, 2007SES-00910    Report No.

RE: SATELLITE RADIO APPLICATIONS ACCEPTED FOR FILING

SATELLITE COMMUNICATIONS SERVICES

The applications listed herein have been found, upon initial review, to be acceptable for filing.  The Commission reserves
the right to return any of the applications if, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies.  Final action will not be taken on any of these
applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b).  All applications accepted for filing
will be assigned call signs, or other unique station identifiers.  However, these assignments are for administrative
purposes only and do not in any way prejudice Commission action.

E960370SES-LIC-20070319-00373 E

Class of Station: Fixed Earth Stations

Application for Authority

NETWORK DIRECT, INC.

Nature of Service: Domestic Fixed Satellite Service

40 ° 27 ' 52.00 " N LAT.

SITE ID: 1

1701 TOWANDA AVE. (LOCATION 1), MCLEAN, BLOOMINGTON, IL

88 ° 57 ' 21.00 " W LONG.

LOCATION:

CHANNEL MASTERLOC 1 2.4 metersANTENNA ID: 6124TX

50.70 dBW QPSK MODULATION, DATA AT
128KB/S SYMBOL RATE

14000.0000 - 14500.0000 MHz 179KG7D

52.20 dBW QPSK MODULATION, DATA AT
128KB/S SYMBOL RATE

14000.0000 - 14500.0000 MHz 269KG7D

52.20 dBW QPSK MODULATION, DATA AT
128KB/S SYMBOL RATE

14000.0000 - 14500.0000 MHz 358KG7D

QPSK MODULATION, DATA AT
128KB/S SYMBOL RATE

11700.0000 - 12200.0000 MHz 358KG7D

QPSK MODULATION, DATA AT
128KB/S SYMBOL RATE

11700.0000 - 12200.0000 MHz 269KG7D
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QPSK MODULATION, DATA AT
128KB/S SYMBOL RATE

11700.0000 - 12200.0000 MHz 179KG7D

Points of Communication:

1 - ALSAT - (ALSAT)

E060351SES-MFS-20070306-00299 E

Class of Station: Fixed Earth Stations

Modification

Loral Skynet Network Services, Inc.

Nature of Service: Fixed Satellite Service

Modification filed to add extended Ku-band frequencies to communicate with Telstar 14 satellite/Estrela Do Sul as  point of
communication,  and to add new emission designators.  Applicant also filed a waiver pursuant to Sec. 25.137- Application requiremetns
for earth stations operating with non-U.S. licensed space stations.

38 ° 43 ' 42.00 " N LAT.

SITE ID: 4.6   T14

1305 Industrial Park Road, Shenandoah, Mt. Jackson, VA

78 ° 39 ' 28.00 " W LONG.

LOCATION:

Vertex4.6  T14 4.6 metersANTENNA ID: 4.6M KPC

0.00 dBW 640 kbps  QPSK, FEC  TPC .667
TDMA

11700.0000 - 12200.0000 MHz 480KG7D

425 kbps  QPSK, FEC  TPC .667
TDMA

11700.0000 - 12200.0000 MHz 319KG7D

61.80 dBW 2110  kbps  QPSK, FEC  TPC .495
SCPC

14000.0000 - 14500.0000 MHz 2M13G1D

2110  kbps  QPSK, FEC  TPC .495
SCPC

11700.0000 - 12200.0000 MHz 2M13G1D

1300 kbps  QPSK, FEC  TPC .553
SCPC

11700.0000 - 12200.0000 MHz 1M22G1D

59.80 dBW 1300 kbps  QPSK, FEC  TPC .553
SCPC

14000.0000 - 14500.0000 MHz 1M22G1D

1695 kbps  QPSK, FEC  TPC .793
TDMA

11700.0000 - 12200.0000 MHz 1M07G7D

57.10 dBW 1560 kbps QPSK FEC TPC .5333
SCPC

13800.0000 - 14500.0000 MHz 1M76G7W

1560 kbps QPSK FEC TPC .5333
SCPC

11700.0000 - 12200.0000 MHz 624KG1W

Points of Communication:
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For more information concerning this Notice, contact the Satellite and Radiocommunication Division at 418-0719; TTY
202-418-2555.

4.6   T14 - ALSAT - (ALSAT)

4.6   T14 - ESTRELA DO SUL 1 - (63 W.L.)

E4132SES-STA-20070319-00374 E

Class of Station:

Special Temporary Authority

PanAmSat Licensee Corp.

This Special Temporary Authority request will  appear on public notice for 10 days only.  The request is for 30 days, from 05/03/2007
through 06/01/2007, to use its Fillmore, CA C-band earth station, E4132, to provide LEOP services for the Galaxy 17 satellite that is
expected to be launched on 05/03/2007 and temporarily operate at 81 W.L.

Points of Communication:
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